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Fig. 22
LEDs "OK", "i" and "Io L"status versus input voltage
Conditions: Io £ Io nom, TC £ TC max, Uinh £ 0.8 V
Ui uv = undervoltage lock-out, Ui ov = overvoltage lock-out
LEDs "OK" and "Io L"status versus output current
Conditions: Ui min...Ui max, TC £ TC max, Uinh £ 0.8 V
LED "i"versus case temperature
Conditions: Ui min...Ui max, Io £ Io nom, Uinh £ 0.8 V
LED "i"versus Uinh
Conditions: Ui min...Ui max, Io £ Io nom, TC £ TC max
Test Sockets (Main output only )
Test sockets for measuring the output voltage
Uo1 are lo-
cated at the front of the module. The positive test socket is
protected by a series resistor (see:
Functional Description,
block diagrams). The voltage measured at the test sockets
is approximately 30 mV lower than the value measured at
the output terminals.
In case of double output units externally connected in se-
ries for
Uo = 24 V, 30 V or 48 V the monitored output volt-
age is 12 V, 15 V or 24 V respectively.
Battery Charging/Temperature Sensor
The LS are intended for lead acid battery charger applica-
tions. For an optimum battery charging and life expectancy
of the battery an external temperature sensor may be con-
nected to the R-input. The sensor is mounted as close as
possible to the battery pole and adjusts the output voltage
of the LS unit according to the temperature of the battery
(which is related to the load of the battery and the ambient
temperature).
Depending on the cell voltage and the temperature coeffi-
cient of the battery, different sensor types are available.
For more information please ask Power-One.
Fig. 17
Dependance of output voltage vs. temperature for defined
temperature coefficient.
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	同様の部品番号 - LS4000



	
	メーカー	部品番号	データシート	部品情報
	

CITIZEN ELECTRONICS CO....	
LS40
	


475Kb / 2P	   Illuminated Type

	

Micross Components	
LS403
	


282Kb / 1P	   Linear Systems replaces discontinued Siliconix U403

	

DONG IL TECHNOLOGY LTD.	
LS403012M
	


1Mb / 2P	   COMMON MODE CHOKE COIL

	
LS403012M
	


1,005Kb / 1P	   COMMON MODE CHOKE COIL

	
LS403012N
	


1,005Kb / 1P	   COMMON MODE CHOKE COIL
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	同様の説明 - LS4000



	
	メーカー	部品番号	データシート	部品情報
	

CINCON ELECTRONICS Corp...	
CBM100S
	


342Kb / 2P	   100 WATT AC-DC POWER SUPPLY WITH PFC

	

Power-One	
LS1001-7R
	


66Kb / 4P	   100 Watt AC-DC Converters

	

Intronics Power, Inc.	
AC100X
	


260Kb / 2P	   100 WATT OPEN FRAME AC-DC MODULES WITH PFC

	

CINCON ELECTRONICS Corp...	
CFM101S
	


276Kb / 2P	   100 WATT OPEN FRAME AC-DC MODULES WITH PFC

	

Intronics Power, Inc.	
AC200X
	


567Kb / 3P	   200 WATT AC-DC OPEN FRAME WITH PFC

	

CINCON ELECTRONICS Corp...	
CFM200M
	


461Kb / 3P	   200 WATT AC-DC POWER SUPPLY WITH PFC

	

List of Unclassifed Man...	
CFM361S
	


362Kb / 3P	   360 WATT AC-DC POWER SUPPLY WITH PFC

	

CINCON ELECTRONICS Corp...	
CFM300M
	


478Kb / 3P	   300 WATT AC-DC POWER SUPPLY WITH PFC

	

List of Unclassifed Man...	
CQB100-110S
	


158Kb / 2P	   100 WATT DC-DC CONVERTERS

	

CINCON ELECTRONICS Corp...	
CFM300S
	


713Kb / 3P	   300 WATT AC-DC POWER SUPPLY WITH PFC
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