














		データシートサーチシステム	
    	
			 
    		   Japanese  ▼	


			
				 English	 Chinese
	 German	 Japanese
	 Russian	 Korean
	 Spanish	 French
	 Italian	 Portuguese
	 Polish	 Vietnamese
	 Indian	 Mexican
	 British	 New Zealand


		    
	

	


	ALLDATASHEET.JP

	

Part #
Description
Marking







X  





 




	
Match&Start
Match
Start with
End
Included


All Manufacturers










	



	
Preview
	
PDF
	
Download
	
HTML
	
	Chat AI



	





	


	
 LS4301-7R データシート(PDF) 1 Page - Power-One







	
	 部品番号	 LS4301-7R
	
	部品情報	 100 Watt AC-DC Converters with PFC 
	
	 Download	  27 Pages
	
	Scroll/Zoom	

100% 

	
	メーカー	 POWER-ONE [Power-One]
	
	ホームページ	 http://www.power-one.com
	
	Logo	 
	

		








	
 LS4301-7R データシート(HTML) 1 Page - Power-One



	


	 										







zoom in
zoom out

 

	
 1 / 27 page
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100 Watt AC-DC Converters
S Series PFC
Edition 01/01.2001
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100 Watt AC-DC Converters with PFC
S Series
• Universal input voltage range
• Power factor
>0.95, harmonics <IEC/EN 61000-3-2
• Input over- and undervoltage lock-out
• Efﬁcient input ﬁlter and built-in surge and transient
suppression circuitry
• Fully isolated outputs
• Outputs overload, open- and short-circuit proof
• No derating over entire operating temperature range
Safety according to IEC/EN 60950
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Summary
The S 4000/S 5000 series of AC-DC converters represents
a ﬂexible range of power supplies for use in advanced elec-
tronic systems. Features include full power factor correc-
tion, high efﬁciency, high reliability, low output voltage noise
and excellent dynamic response to load/line changes.
The converter inputs are protected against surges and tran-
sients occurring at the source lines. An input over- and
undervoltage lock-out circuitry disables the outputs if the
input voltage is outside the speciﬁed range. Inrush current
limitation is included preventing circuit breakers and fuses
from being damaged at switch-on.
All outputs are overload, open- and short-circuit proof and
are protected against overvoltages by means of a built-in
suppressor diode. The outputs can be inhibited by a logic
signal applied to the connector pin 18 (i). If the inhibit func-
tion is not used pin 18 must be connected to pin 14 to en-
able the outputs.
LED indicators display the status of the converter and allow
visual monitoring of the system at any time.
Full input to output, input to case, output to case and output
to output isolation is provided. The modules are designed
and built according to the international safety standards
IEC/EN 60950 and have been approved by the safety
agencies LGA (Germany) and UL (USA). The UL Mark for
Canada has been ofﬁcially recognized by regulatory au-
thorities in provinces across Canada.
The case design allows operation at nominal load up to
71
°C in a free air ambient temperature. If forced cooling is
provided, the ambient temperature may exceed 71
°C but
the case temperature must remain below 95
°C under all
conditions.
A temperature sensor generates an inhibit signal which
disables the outputs if the case temperature
TC exceeds
the limit. The outputs are automatically re-enabled when
the temperature drops below the limit.
Various options are available to adapt the converters to in-
dividual applications.
The modules may either be plugged into 19" rack systems
according to DIN 41494, or be chassis mounted.
Important:
These products are intended to replace the LS 1000 and
LS 2000 in order to comply with IEC/EN 61000-3-2.
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168
6.6"
60
2.4"
12 TE
111
4.4"
3 U
LGA
Input voltage range from 85...264 V AC
1 or 2 isolated outputs up to 48 V DC
4 kV AC I/O electric strength test voltage
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	メーカー	部品番号	データシート	部品情報
	

Powerex Power Semicondu...	
LS430850
	


98Kb / 4P	   POW-R-BLOK Single SCR Isolated Module (500 Amperes / Up to 1600 Volts)

	
LS430850
	


173Kb / 4P	   Single SCR Isolated Module

	
LS430850
	


173Kb / 4P	   Single SCR Isolated Module
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	メーカー	部品番号	データシート	部品情報
	

CINCON ELECTRONICS Corp...	
CBM100S
	


342Kb / 2P	   100 WATT AC-DC POWER SUPPLY WITH PFC

	

Power-One	
LS1001-7R
	


66Kb / 4P	   100 Watt AC-DC Converters

	

Intronics Power, Inc.	
AC100X
	


260Kb / 2P	   100 WATT OPEN FRAME AC-DC MODULES WITH PFC

	

CINCON ELECTRONICS Corp...	
CFM101S
	


276Kb / 2P	   100 WATT OPEN FRAME AC-DC MODULES WITH PFC

	

Intronics Power, Inc.	
AC200X
	


567Kb / 3P	   200 WATT AC-DC OPEN FRAME WITH PFC

	

CINCON ELECTRONICS Corp...	
CFM200M
	


461Kb / 3P	   200 WATT AC-DC POWER SUPPLY WITH PFC

	

List of Unclassifed Man...	
CFM361S
	


362Kb / 3P	   360 WATT AC-DC POWER SUPPLY WITH PFC

	

CINCON ELECTRONICS Corp...	
CFM300M
	


478Kb / 3P	   300 WATT AC-DC POWER SUPPLY WITH PFC

	

List of Unclassifed Man...	
CQB100-110S
	


158Kb / 2P	   100 WATT DC-DC CONVERTERS

	

CINCON ELECTRONICS Corp...	
CFM300S
	


713Kb / 3P	   300 WATT AC-DC POWER SUPPLY WITH PFC
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